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1IC AUG0O00-700

Le Doppie Clippatrici Automatiche IC AU600 e IC AU700 possono
essere inserite in tutti i settori produttivi e lavorare i diversi materiali
disponibili, quali i budelli naturali, cellulosici, collagenici e plastici
fino a 80 mm di calibro con la1C AU600 e fino a 100 mm IC AU700.
Grazie alla loro versatilita le IC AU600 e 1C AU700 sono la scelta
giusta per tutti i Salumifici garantendo la possibilita di lavorare
automaticamente anche i budelli naturali.

Le Doppie Clippatrici Automatiche IC AU600 e IC AU700 sono
completamente in acciaio inox e, gia nella versione di serie,
sono dotate di: supporto per le clip in bobina con avanzamento
clip pneumatico, pannello di controllo Touch Screen (disponibile
in varie lingue), coltello pneumatico, regolazione dell'altezza della
clippatrice e i frena budello pneumatico mobile.

Le Doppie Clippatrici Automatiche IC AUB00 e IC AU700 possono essere equipaggiate di accessori
supplementari, quali I'Inseritore Lacci (GS-25), il Dosa spago, il sistema di Start/Stop automatico con
comandi ergonomiciin prossimita del tubo diinsacco (per agevolare l'insacco con il budello naturale).

The IC AUB00 and IC AU700 Double Automatic Clippers are able to work
with any kind of products and using natural, cellulose, collagen and
plastic casings up to caliber 80 mm with the IC AU600 and up to caliber 100
with the IC AU700. Thanks to their versatility the IC AU600 and IC AU700
are the right choice for each kind of Sausage Factories thanks to their
capability to work automatically also the natural casings.

The IC AU6B00 and IC AU700 Double Automatic Clippers in standard
version are able to work with S-clip on spools with pneumatic clip feed, are
entirely in stainless steel and are equipped with: Touch screen control
panel (in different languages), pneumatically operated casing brake
holder, pneumatic knife, comfortable height adjustment.

The IC AU600 and IC AU700 Double Automatic Clippers can be equipped

with additional accessories, like the Loop Inserter, String dispenser, ergonomic start/stop system with
operator buttons directly at thefilling horns.

DATI TECNICI:

TECHNICAL DATA:

Diametri prodotti: fino a 80 mm (IC AU600) Product diameter: up to 80 mm (IC AU600)

fino a 110 mm (IC AU700)
Cadenze: fino a 60/min.
Collegamento aria: 6 -7 bar
Corrente: 220V a 50 Hz

Peso: 130 kg

Gamma Clip: serie 600 — serie 700
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up to 115 mm (IC AU700)

Cycles: up to 60/min.

Air pressure: 6 -7 bar

Power: 220V at 50 Hz

Weight: 130 kg

Clip range: series 600 — series 700
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